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mar 1205-00 I 1206-00 
SlNAR AG SINAR-Roll film holder 120740 I 120840 

567.121 22 13s  145 154 Troubleshooting table, sheet 1 ,120940 

Please observe the exchange offer for vario rollfilm holders in the memorandum 
*cost estimate for Sinar rollfilm holder" and 

"check list for return to Sinar rollfilm holders*. 

Characteristics 

1. Light leakage 

2. Scratches on film 

3. Damage to film 
edge 

4. Frame intervals too 
small 

5. Frame intervals 
too large 

6. Film intervals 
strongly inegular 

Defects 

See troubleshooting list 
,light leakageu sheet 4 
See troubleshooting list 
,light leakageu sheet 4 

=itm not running true 

Setting of format measu- 
ring unit 

Setting of format measu- 
ring unit 

Format measuring unit 
defect (1205-1, pos. 20) 
(1206-1+1208-1, POS. 07) 
(1209-1, POS. C) 

Measures 

Mark position of the guiding edge (1206+1209- 
0, pos. A). Detach screw (pos. B) approx. % 
rotation. In case of damage of the right film 
edge (in direction of transport) the guide edge 
has to be tilted clockwise approx. 0,2 to 0,3 
mm around pivot (pos. C). If the left film edge 
is damaged, it has to be corrected the other 
way round. With older rollfilm holders (until 
1985) the pressure roll (1205+1208-13 pos. 
03) with 0 6.8 mm has to be rotated by 
approx. 0,l mm in radius on the same side as 
damage of film 

Dismount format selector, hub and base plate 
(1205-0 und 1209-0 POS. 27,28,30) 
Remove shutter plug (12050 pos. 34, 
1206+1208-0 pos. 25,1209-0 pas. 37) from 
side cover. Adjust the excentric control (1205- 
ls1209-1, pos. B) with screw driver (ma. 0 
2,4) about 1/8 rotation clockwise. 
With older roll film holder (until 1985) longer 
arm has to be bent downwards at the 
reversing lever (1205-1 pos. 13). A bend of 
approx. 0,3 mm enlarges de frame interval . 
of 1 mm. Analogous (1 206-1208-1) bend 
same lever. 

Proceed as with point 4, but adjust the excen- 
tric control anticlockwise. 

Repair at Sinar 
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Characteristics 

7. Rear mask 
(1205-3, Pos. 03) 
misaligned 

3. Format cannot be 
adjusted when cover 
IS open (vario) 

3. Rattling metering 
strips (vario) 

10. Raffling metering 
strips (zoom) 

11. Frame counter 
(I 206-0~12080, 
pos. X) is not coup 
led exactly 

12. Film start lock 
does not function 

13. Format stop 
Does not function 

SINAR ROLL FILM HOLDER 1207-00 I 1208-00 

Trouble shooting 

Defects 

a) Toothed belt (1205-1, 
1209-1, pos. A) is kipping 
on drive. 

b. Mask is kipping on drive 
(1 205-3, POS. Y). 

Locking lever squeezes 
(1205-1, POS. Z). 

Setting of measuring 
tape coupling 

Setting of measuring 
tape coupling 

Setting of coupling of the 
frame counter 

Setting of dead center of 
the tipping shaft 

a) Tooth belt (1 206-1 i 
1208-1, pos. 08) 
off driving wheel 

b) Format measuring unit 
(IZO5-l1 pOS. 20/1206-f+ 
1208-1, POS. 07f1209-1, 
pos. C) defect 

table. sheet 2 1209-00 

Measures 

Vario: Dismantle sliding shoe (1205-1 pos. 14) 
and rotate drive (1205-0, pos. X) to shift 
Mask into correct position. According to 
(1205-3, pos. 03). 
Zoom: Detach the threated pin (pos. D) at the 
belt stretcher (1209-0, Pos. 33) and rotate drive 
(pos. X). Shift mask into the right posi- 
tion according to (1205-3, pos. 03). 

Detach film gate (1205-3, Pos. 01) in the range 
pos. Y. Position mask correctly. 
Setting according to (1205-3). 

Replace the shaft screw (12051 pos. 02) 
Adjust and clean the lever. 

Turn out screw ( I  205-2, pos. 12) until mea- 
suring tape is coupled exactly at closed 
cover (1 205-1 3). Possibly replace slide plate 
(1 205-2, POS. 13). 

Adjust screw (1209-2, pos. 09) until measuring 
tape is coupled exactly at closed cover 
(1 205-1 3). 

Turn out the screw (1206-0+1208-0, pos. 11) 
until frame counter is coupled exactly at 
closed cover (1 205-1 3) 

Turn out screw (1 205-0, pos. 1611 206+1208-0, 
pos. 11/1209-0, pos. 16) and adjust the ad- 
justing screw with screw driver (max. 0 1,5 mm) 
on support (l205-I+l209-1, pos. X) 
approx. % rotation anticlockwise. If pos. 11 
resp. 16 do not exist, the side cover has to be 
detached. 

Mount again and readjust belt tension. 

Repair at Sinar 
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Ismar SINAR AG 

14. Load-Exp-lever 
(1205-0 POS. I9il206 
-0+1208-0, POS. 171 
1209-0 POS. 19) 
blocked or broken 

I 5. Transport lever 
(1205-0, POS. 221 
1206-0+1208-0, Pos. 
2Of1209-0, pos. 22) 
blocked 

1 16. Film is not 
transported 

- 
E 

i- 

1205-00 1 1206-00 

SlNAR ROLL FILM HOLDER 1207-00 I 1208-00 

sleeve movement in mea- 
suring drum defect or re- 
setbold blocked. 

Measures 

iepair or replace measuring unit. Repair at 
Sinar. 

:oupling sleeve or 
mupling shaft defect 

3) Film cartride is not 
nserted properly 

ieplace coupling sleeve (1205-1 1, pos. 081 
1209-1 1 pos. 05) or whole coupling shaft, 
:1205-1 lfpos. 0111209-1 1, pos. 01) 

M e n  loading press the film cartn'dge vertically 
nto the film holder up to the limit stop and press 
the transport IeverControl if the take up spool 
Nas coupled. 

3) Spool coupling at film 
=artridge defect. 

Exchange coupling sleeve (1 205-1 4, pos. 09) 
Zontrol if long springdowel sleeve (5 mm) 
Mas mounted (1205-14, pos. 11). 
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