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SINAR A G  
F i t t i n g  the  s l i d e  p l a t e  

Rapid-Adap t e r  
0600- 1 

S e t  t h e  guide t r a c k s  

p a r a l l e l  w i th  t h e  a i d  of a 
s l i d e  gauge; s t r a i g h t e n  f i r s t  

Link t h e  pawl mechanism wi th  t h e  s l i d e  p l a t e .  
To do t h i s  remove t h e  s p l i t  r i ngs  i n  t he  s h a f t ,  
r e l e a s e  t h e  pawl, and push back t h e  s h a f t  
s l i g h t l y  t o  a l low t h e  pawl t o  engage w i t h  
t h e  spr ing .  

Lever 



Schaffhausen 
Assembling t h e  base p l a t e  and lock 0600- 2 

Base p l a t e  

S l i d e  p l a t e  

I L ~ d j u s t m e n t  pane l  i n  base  p l a t e  t r a c k  
i 

Locked p o s i t i o n  of base  p l a t e  

- 
4. Unscrew the  top t r ack  and mount t he  

base p l a t e .  Push i n  t h e  guide s t r i p  
evenly u n t i l  t he  base p l a t e  runs 
smoothly: without  backlash. 

B. Unscrew t h e  adjustment pane l  a t  t h e  
bottom of  t h e  guide r a i l .  Move t h e  
base p l a t e  t o  gain access  t o  t h e  
locking  l a t c h .  

2 .  I n s e r t  t h e  locking l a t c h  and screw t h e  
adjustment  panel  i n  p l ace ,  then a d j u s t  
f o r  a maximum locking c l e rance  of  1.5mm, 
checking t h a t  the  locking l a t c h  does 
no t  produce add i t i ona l  f r i c t i o n .  (Check 
t h e  backlash wi th  t h e  Rapid Adapter 
i n  t h e  t ak ing  pos i t i on . )  

Edition No. 1 l o a t e  7.74 1 ersetzt . replaces Edttlon No. I VIS: & 



SlNAR AG 
Schaffhausen Checks; Test for light tightness 

Rapid Adapter 
0600- 3 

Maximum movement in focusing direction 0.1 mm (0.004 inch) x* 

Test for light tightness with 4 x 5 inch Polaroid film type 52 in the taking 
and the viewing position. This is illuminated from all directions for about - 
10 minutes at a time. 

If test shows light leaks: 

A. Improve the sealing strip of 
the base plate and if necessary 
inside the body by paper un- 
derlays. 

/-- Seal 

B. Form a rubber lip with a 1 mm 
dia. wire. After tightening 
the screws pull out the wire. 

The movement must remain free 



SiNAR AG S e r i a l  No. o f  Rapid  A d a p t o r s  Schaffhausen S e r i e  No. d e r  Rapid  A d a p t e r  
No. d e  s B r i e  d e s  a d a p t a t e u r g i r a p i d e  

0600-4 
551 .16  

Serial no. 
Serie No. 
No. de se'rie 

Frtttrnn NO 1 Inate 7 7~ l e rse tz t  . reolaces Edltlon No I v i s : ~  



Rapid - ~ d a ~ t o r  Modi f ica t ion  
Rapid - Adapter Umbau 

Adaptateur.  r a p i d e  Mod i f i ca t i on  600-5 

ition No. 3 1 Replaces all previous issues./ Ersetzt all? bisherigen Ausgaben.1 Rernplace toutes les prh6dentes Bditionr 1 Date: 70, 99 I Fs:  4 

06 = for metal housing 

fiir Metailgehiiuse 

pour mbd&e en metal 

11 = for plastic housing 

fiir ~uhststoffgeh~use 

pour modile en plastique 



SPARE PARTS - ERSATZTEILE - PIECE DE RECHANGE 
................................................. 
DATUM 94/10/14 INDEX . 1 

POS 

PART NO, 
ERSATZTEIL NR. 
PIECE DE RECHANGE 

PART NO. 
ERSATZTEIL NR, 
PIECE DE RECHANGE 



Rapid - Adapter 
Rapid - Adapter 

551.16/551.26 I Adaptateur  r a p i d e  



I 
SPARE PARTS - ERSATZTEILE - PIECE DE RECHANGE 50601-1 

DATUM 94/10/14 INDEX 

POS 

PART NO. 
ERSATZTEIL NR. 
PIECE DE RECHANGE POS 

-- 

PART NO. 
ERSATZTEIL NR. 
PIECE DE RECHANGE 



SlNAR A G  
Schaffhausen i Rapid  - A d a p t o r  

R a p i d  - A d a p t e r  
A d a p t a t e u r  r a p i d e  

@ Nail Laquer 

pa 3111-847 Adhesiv 



SPARE PARTS - ERSATZTEILE - PIECE DE RECHANGE S0601-2 ................................................. 
DATUM 

POS 

4 
6 
9 

12 
26 
3 1  

91/04/04 INDEX 

PART NO. 
ERSATZTEIL NR. 
PIECE DE RECHANGE 

168.70.018 
166.30.091 . 

168.00.005 
164.31.029 
168.70.018 
165.82-542 

1 

POS 

5 
8 

10 
18 
30 

PART NO. 
ERSATZTEIL NR. 
PIECE DE RECHANGE 



SINARAG Rap id  - Adepto r  

01-2a 'chaffhausen Rap id  - Adap te r  

551.16/551.26 A d a ~ t a t e u r  r a p i d e  

+ 

Order  No. 525 -26 



SPARE PARTS - ERSATZTEILE - PIECE DE RECHANGE S0601-2A 
s************************u*******.3c*n************* 

DATUM 5 

POS 

PART NO. 
ERSATZTEIL NR. 
PIECE DE RECHANGE POS 

PART NO. 
ERSATZTEIL NR. 
PIECE DE RECHANGE 








